Volunteer Marine Rescue - Southport

Marine Rescue 1
Installation by: Brisbane Marine

Boat Specifications

Manufacturer
Boat Model Noosa Cat 3100
Bottom Style/Paint Catamaran
Material GRP
Length 9.5m
Beam 285m
Max HP Capacity 300hp
Fuel tank capacity 1000 L
Steering type power hydraulic
Dry Boat Weight (published) 3000 kg’s (approx.)

Noosa Cat

Performance Summary

Top Speed (Km/h@RPM)
Optimal Cruise Speed
Range *

*based on 95% fuel capacity at optimal cruise

Acceleration 0 — 30km/h 5s

79.6 km/h @ 5800
30 km/h
550 Km

MERC RAN KM /
ot gf

MERCURY MARINE
All Rights Reserved. Results on individual boats may vary depending on many factors,
including weather and the conditions of propeller, lower unit and boat bottom.
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Engine Specifications

Engine

Horsepower
Cylinders

Gear Ratio/Drive type (SD)
Engine Installation Height (OB)

Dual 300XL EFI Mercury Verado
300 x 2

6 (in line)
1.85:1
25 inch

Propeller Specifications

Part Number

Mercury Name
Diameter/Pitch

No. of blades

Y EICHE]

857024A46 & 857025A46
Revolution 4

145/8x 17

4

SS

Test Conditions

Test Date

Boat Weight as tested (Approx)
Load (people & gear - kg)

20 June 2014
6000kg
250kg

Air Temperature 22
Wind Velocity (Knots) 10

Fresh/Salt H20

Salt

Fuel Level at testing (L) 900L

Performance Data — Combined.

300hp Mercury Verado vs 300hp Evinrude Etec

RPM

SPEED (Km/h)

FUEL (L/h) FUEL (km/L)

RANGE Verado Etec

1000

1500
2000
2500
3000
3500
4000
4500
5000
5500

5800
6200

7.4

11.1
12.9
18.5
27.8
33.3
44.4
53.7
61.1
68.5

N/A
79.6

Verado Etec Verado Etec
7.4 7.0 6 1.06 1.23

11.1 13 12 0.85 0.93
12.9 22 24 0.59 0.54
16.6 32 54 0.58 0.31
20.4 48 63 0.58 0.32
29.6 60 74 0.56 0.40
40.7 81 98 0.56 042
48.1 103 124 0.52 0.39
55.5 137 166 045 0.33
61.1 181 192 0.38 0.32

66.7 N/A 202 N/A 0.33
NA 224 N/A 036 NA




