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View from the top station is fabulous - and pleasingly, left open so the skipper can enjoy the open air. Top
Right: Check out the wide, walk-around side decks - thereʼs enough fishing room here for several footy teams!
Below: Performance of this big cat is awesome - and amazingly stable and soft riding - even at speed. 



Boats we’ve driven. learned about. or admired recently

As Hogeʼs would be inclined to
say “Now THIS is a

walkaround!” And indeed, it is
easily the biggest production
walkaround in Australia. 

Interestingly, the walkaround
and overhanging hardtop harks
back to traditional trawler yacht or
long range cruiser strategy too
(complete with the sliding side
door for simplified single-handing)
so itʼs an extremely practical
design set-up made possible by
the massive 4.5m beam of this
very big cat. 

Created and built for a very
experienced cruiser owner with
history of Rivieras and Maritimos,
the Noosacat 5000LE represented
a complete departure following up
on the ownerʼs request for a much
higher level of seaworthiness and
all weather capability given his
aspirations for cruising in different
parts of Australia. 

Heʼs certainly achieved that, and

added some exceptional touches
to what is an outstanding 15.5m
(50ʼ5”) platform. Observe the
hydraulic gate and boarding
platform on the transom to
provide access for his PWC or the

RIB tender. 
This big cat has been built

regardless of cost to the highest
GRP manufacturing standards,
and represents the pinnacle of
GRP cat production thus far in
this country. 

A unique feature of the big cat is
the installation of twin IPS 600s
for a total of 2 x 418 hp (936hp)
producing a maximum speed of
no less than 29 knots with 80%
fuel onboard and full service trim
and all the toys - see full data
sheet on page 72. 

For more information call 
Wayne Hennig, CEO,
Noosacat Australia Pty Ltd, 
6 Production St, Noosaville Qld
4566. 
Phone: (07) 5449 8888. 
Email: mail@noosacat.com.au
Website: www.noosacat.com.au   

ABO

Noosacat 5000 LE
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Another exceptional example of the performance edge the Volvo Penta IPS drives deliver
- especially when married to a tough, go-anywhere ultra-seaworthy Noosacat.
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“Good morning, ladies and gentlemen, this is your Captain speaking. We are currently cruising at
24knots across the ground, and expect to reach Hamilton Island in time for cocktails at 1800hrs . . . 
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Fitting-out here is world class, but it does not sacrifice the pragmatism
necessary in a big, working rig like this Noosacat 5000LE. Itʼs
destined to host parties running the PWC, the RIB, mixing diving,
fishing and cruising as circumstances and weather allow. This is a
15m fun platform designed for minimal maintenance and maximum
working efficiency with the least amount of clean-up time afterwards,
so the finishes have been carefully chosen to achieve that end. Mind
you, we are concerned they left off the b.ball hoop off the trailing edge
of the flybridge - and we still havenʼt figured out where weʼll land the
chopper! 
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Why so many of the worldʼs leading boatbuilders love
working with Volvo Penta - how good, how elegant is

this clean, uncluttered installation? This is one 
of two 317kW Volvo Penta IPS 600s under 

the back deck of the Noosacat.



5000LE & Volvo Penta IPS-600
BOAT DATA

Boat builder: Noosa Cat Boat model: 5000LE
Country: Australia Draft: 1.2 m / 3.9 ft
LOA: 15.4 m / 50.5 ft LWL: 14.0 m / 45.9 ft
Beam: 4.5 m / 14.8 ft BWL: 4.5 m / 14.8 ft
Fuel tank capacity: 2000 l / 528 gal Water tank capacity: 700 l / 185 gal

ENGINE & TRANSMISSION DATA

Engine make: Volvo Penta Engine model: 2 x IPS-600
Fuel type: Diesel engine Speed: 3500 RPM
Output crankshaft: 320.0 kW / 429.1 Hp Output propshaft: 307.0 kW / 411.7 Hp
Transmission make: Volvo Penta Transmission type: IPS
Gear ratio: 1.82:1 Propeller type: T2

TEST CONDITION

No of crew: 5 Fuel filled: 80 %
Water filled: 100 % Weight as tested: 17000 kg / 37479 lb
Weight checked by: Scale Center of gravity:
Speed checked by: GPS Ambient air temp: 30.0° C / 86.0° F
Water temp: 22.0° C / 71.6° F Wind speed: 4.9 m/s / 11.0 mph
Sea condition: Light Choppy Water type: Salt

SINGLE / PORT ENGINE STARBOARD ENGINE

Inlet air temp.: Inlet air temp.:
Air temp. front: 25.0° C / 77.0° F Air temp. front: 25.0° C / 77.0° F
Exhaust back press.: Exhaust back press.:
Air temp. top of engine room: 25.0° C / 77.0° F

BOAT TEST

RPM knots mph l/h gal/h l/n.mile mile/ga
3750 29.0 33.4 166.0 43.9 5.7 0.8 
3500 27.5 31.6 158.0 41.7 5.8 0.8
3400 26.8 30.8 140.6 37.1 5.3 0.8
3200 25.3 29.1 123.9 32.7 4.9 0.9
3000 22.6 26.0 104.6 27.6 4.6 0.9
2800 20.4 23.5 92.2 24.4 4.5 1.0
2400 15.4 17.8 66.5 17.6 4.3 1.0
2200 12.8 14.7 55.9 14.8 4.4 1.0
1500 8.3 9.6 11.1 2.9 1.3 3.3
1000 5.3 6.1 6.2 1.6 1.2 3.7

ACCELERATION FROM IDLING

To knots To mph sec
18.6 21.4 8.0
25.5 29.3 16.0
27.2 31.2 24.0
29.0 33.4 28.0

Test conducted  by: Gavin Rooney Location: Offshore Noosa Heads
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